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SCHEDULE “A” — FORMING PART OF BY-LAW NUMBER 693-2010

The Corporation MOP—Municipal Operations Policy
of the Town of Cochrane Winter Road Patrol for Quality Standard

File Number: PW 2009 PP02

Issued Date: October 27, 2009 Revised Date: January 18, 2010

OVERVIEW

o To maintain safe, passable roads and reduce the hazards of winter road conditions to
motorists.
To reduce economic losses to the community and industry caused by workers not being able to
get to their jobs.

o To facilitate the handling of emergencies by fire, police and ambulance services.
To maintain safe, passable school bus and winter recreation routes.

SUMMARY OF QUALITY STANDARD

The leve|—of—service for Winter Control Operations within the Town of Cochrane are as per the
current version of the Ontario Regulation of the Minimum Maintenance Standards for Municipal
Highways.

Local Road Classifications

Jlass IV

Township Roads — 80 km (Rural —Ward 2)

Génier Road, Concession 2 & 3 East, Western Avenue with a traffic count of 1,000 to 4,999
All other Township Road with a traffic count of 50 to 999

Town Roads — 40 km

5"‘Street, 4"‘Street East, 3'“Street, 8”‘Street, 9"‘Avenue, 11"‘Avenue, 13"‘Avenue, Downtown
Core with a traffic count of 2000 to 4999

Class V

Town Roads — 40 km.

- All other Town Streets with a traffic count of 50 to 1,999

Class VI

— All Lane ways
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.Application

2. (1) This Regulation sets out the minimum standards of repair for highways under municipal jurisdiction for the purpose
ofclause 44 (3) (c) ofthe Act. 0. Reg. 288/03, s. 1.

(2) The minimum standards of repair set out in this Regulation are applicable only in respect of motor vehicles using the
highways. O. Reg. 239/02, s. 2 (2).

(3) This Regulation does not apply to Class 6 highways. O. Reg. 239/02, s. 2 (3).

MINIMUMSTANDARDS
Routine patrolling

3. (1) The minimum standard for the ?'equency of routine patrolling of highways is set out in the Table to this section.
0. Reg. 239/02, s. 3 (1).

(2) Routine patrolling shall be carried out by driving on or by electronically monitoring the highway to check for
conditions described in this Regulation. 0. Reg. 239/02, s. 3 (2).

(3) Routine patrolling is not required between sunset and sunrise. O. Reg. 239/02, s. 3 (3).

TABLE
ROUTINE PATROLLING FREQUENCY

Class of Highway Patrolling Freauencv
3 times everv 7 davs
2 times everv 7 davs
once every 7 davs

4 once everv 14 davs
once every 30

U)

0. Reg. 239/02, s. 3, Table.
Snow accumulation

4. (1) The minimum standard for clearing snow accumulation is,

(a) while the snow continues to accumulate, to deploy resources to clear the snow assoon as practicable after becomin
gaware of the fact that the snow accumulation on a roadway is greater than the depth set out in the Table to this section

;and

(b) ing awarethat the lation is
accumulation in ith subs

me set out in the Table. 0. Reg. 239/02, s. 4 (1).

(2) The snow accumulationmust be cleared to a depth less than or equal to the depth set out in the Table. 0. Reg. 239/02,
s. 4 (2).

(3) The snow accumulation must be cleared from the roadway to within a distance of 0.6 metres inside the outer edges of
theroadway. 0. Reg. 239/02, s. 4 (3).

(4) Despite subsection (3), for a Class 4 highway with two lanes or a Class 5 highway with two lanes, the snow
accumulationonthe roadway must be clearedto a width of at least 5 metres. 0. Reg. 239/02, s. 4 (4).

(5) This section,

(a) doesnot apply to that portion of the roadway designated for parking; and

(b) only applies to a municipalityduring the season when the municipalityperforms winter highway maintenanc
e.0. Reg. 239/02, s. 4 (5).

(6) In this section,

“snow accumulation” means the, natural accumulation of new fallen snow or wind-blownsnow that covers more than halfa
laneWidth of a roadway. O. Reg. 239/02, s. 4 (6).
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O. Reg. 239/02, s. 10, Table.
Signs

If n 0 li on illegible, or or mis , the mum st isto res as p be g aware to or rep the O. Reg 2,s.

(2) This section applies to the following types of signs:
1. Checkerboard.

‘Curvesign with advisory speed tab.

Do not enter.

One Way.

School Zone Speed Limit.

Stop.

Stop Ahead.

Stop Ahead,New.

Traf?c Signal Ahead, New.

Two-Way Traf?c Ahead.

Wrong Way.

Yield.

Yield Ahead.

Yield Ahead, New. 0. Reg. 23 9/02, s. 11 (2).
Regulatory or warning signs
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TABLE .
REGULATORY AND WARNING SIGNS

Classof Highway Time
1 7 days
2 14 days

21 days
4 30 days
5 30 days

"1



sigma syste defective cribe ubsect , the dard
pract cable becomin defe repair fact defe

The angle of a traffic co 1signal or pedestrian cont-r indication been change in such way that the rmf?c
pedestrian facing it does have clear visibility of the formation veyed or that convey confusing informati

er directions.

There are
intersectia

mu8 ometre hourand thesignal
andard repair place the defective

ower failu
intended;

trafficcont: ystem, cludin traf?c sign
ces and asso ardwar but ex ng con nilor

externaldete sub-system,c sting enso
cles and pede push- buttons Reg (1).

The mini tandard
O. R.eg.2 s. 14 (2

n?ict to?’ evice
rnittin gnu] 39/02



15. (1) ifa bridg spat exce
standard is to repair dge deck
239/02, s. 15(1).

ridge
Reg.

idge spail”
houl a brid

I6. (I) If a surface disco inuity, other than a sur e discontinu on a bridge eeds the he t out
Table to this section, the mi mum standard is to rep the surface continuity w ime set out Tab]
becoming aware of the fact. . Reg. 239/02, s. 16 (1).

the minimum andard eploy source
4 scontinuity on e bridg 0. R 239/0

urface continuity means disc inuity ating a nnati joints racks the p
roadw including ridge d exp ionjo and ap slabs bridge Reg. 9/02,
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Bridge deck spalls

e deck 1 eds both the surface area and depth set out in the Table to this section, the minimu
mthe bri spall within the time set out in the Table after becoming aware of the fact. 0. Reg,

(2) A b deck spall shall be deemed to be repaired if its surface area or depth is less than or equal to that set out in the
Table. 0. 239/02, s. 15 (2).

(3) In this section,

“br deck means a cavity left by one or more fragments detaching from the paved surface of the roadway or
s der of ge. O. Reg. 239/02, s. 15 (3).

TABLE
BRIDGE DECK SPALLS

Class of Surface Area Depth Time
Highwav

600 cm‘ 4 days
800 cm‘ 4 days
1,000 cm2 7 days
1,000 cm’ 8 cm 7 days

8 cm 7 davs

1

4

Backto top
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(2) If a surface discontinuity on a bridge deck exceeds 5 cm, st is to d re s as soon as
practicable after becomingawareof the fact to repair the surfa :e di th e deck. eg. 2, s. 16 (2).

(3) In this section,

“s dis ” a vertical ont cre step fo on at or c in aved surface of the
ay, b eck joints, ans ints proach _toa . O. 23 s. 16 (3).

TABLE
SURFACE DISCONTINUITIES

Class of Highwav Height Time
5 cm 2 days

2 5 cm 2 days
3 5 cm 7 davs

5 cm 21 days
5 5 cm 21 davs

O. Reg. 239/02, s. 16, Table.

REVIEWOF REGULATION

Review

of l a ew o lati 0 Re
Stan in of onto) the To Act,
.2.

(2) The ?rst review shall be started before the end of 2007. O. Reg. 239/02, s. 17 (2).

I8. OMITTED(PROVIDESFOR COMINGINTOFORCEOF PROVISIONSOFTHISREGULATION).O. Reg_.239/02,S. 18.
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SCHEDULE “C” — FORMING PART OF BY-LAW NUMBER 693-2010

The Corporation MOP - Municipal Operations Policy
of the Town of Cochrane Winter Sidewalk Maintenance

for Quality Standard Sidewalks

File Number: PW 2009 PP 05
Issued Date: October 27, 2009 Revised Date: January 18, 2010

OVERVIEW

r sidewalk maintenance are

To maintain safe passable sidewalk for pedestrian traffic.
o To reduce the number of occasions that sidewalk conditions might discourage

pedestrian traffic in commercial areas, thereby creating a hardship for citizens and the
business community.
To prevent incidents that could result in insurance claims against the Town of Cochrane.

SUMMARY OF QUALITY STANDARD

The level-of—service for winter sidewalk maintenance shall be in accordance with the
following:

Snow plowing shall be performed in accordance with the following schedule:

- Down Town Core — 5"‘Street
— 4"‘Street — 3”‘Street East
- eet - 11‘ ue from 5”‘St to High ol
- d the Lake Commando - 6”‘ between 10”‘ . and 8”‘
— Event Centre Sidewalk along highway 652

ALL OTHER SIDEWALKS NOT IDENTIFIEDWILL NOT BE OPENED

Sanding shall be performed daily as slippery conditions prevail. If conditions are stable,
sanding will normally be conducted on regular working hours.

All sidewalks shall be maintained to a hard packed snow surface condition until such
time as the warmer temperatures create a thawing condition and break-up. At that time,
they shall be cleaned to a surface bare condition in the business district and hard
packed snow surface on others.

0 All sidewalks shall be patrolled as required by prevailing conditions during the week

Prepared by: Daniel Maltais — Director of Operations
Dated Prepared:
Revised History:
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SCHEDULE “D” — FORMING PART OF BY-LAW NUMBER 693-2010

0 icies and Procedures
The Corporation of the Town of Cochrane

Department Administration Effective: October 15 2003

Subject: Unopened Road Allowance Page: 1 of 2

Approved by: Motion 397-2003 Revised

Background
1. All road allowances made by the Crown surveyors within the boundaries of the

Town of Cochrane, are highways, as defined under the Municipal Act. Only
those road allowances which have been a) constructed to a standard and; b)
have been assumed and dedicated, by by-law, by the municipality, are being
maintained by the municipal forces. Under the Municipal Act, the municipality is
required to carry out the maintenance of road allowances, which have been
assumed and dedicated. Official Plan Policy dictates that "permanent year
round residential dwelling" may only be erected on a lot which fronts on an
opened public street maintained year round.

In 2001, and issue arose whereby the Town of Cochrane was carrying out the
maintenance of certain road allowances, which had not been constructed to a
certain standard and had not assumed and dedicated by the Municipality, for
maintenance purposes. At the time most of these road allowances where
providing access to properties which where used on a seasonal basis.

Pursuant to Motion Number 484-2002, Council adopted a Policy, with respect to
road allowances, which have not been assumed and dedicated by the
municipality. The Policy direction was not to maintain any road allowances,
which had not been assumed and dedicated by the municipality. The general
intent for this Policy was to ensure that the any maintenance performed on road
allowances would be done once the road was constructed to an established
standard and thus assumed and dedicated, by by—law,by the municipality for
maintenance purposes, as required by the Municipal Act.

Policy - Recommendations

4. Costs to bring unopened road allowances to Municipal Standard

THAT as recommended by the Rural and Operations Committee, we hereby
adopt the following as Policy respecting:

''All costs associated for the construction of an unopened/not maintained road
allowance, or section thereof, to the standard established by Policy of Council,
shall be borne by the applicant(s) and/or respective landowners. It is understood
that once the roadway, or part thereof, has been constructed in accordance with
the standard established by Council, the subject roadway will be assumed and
dedicated, by the municipality."





P Io ic es and Procedures
The Corporation of the Town of Cochrane

Department Municipal Operations Effective October 15, 2003

Subject: Unopened Road Allowance Page: 3 of 3

Approved by: Resolution No. 397-2003 Revised

5.7 hydrologic and hydraulic methods with a minimum accepted diameter of
0.45 m.

5.8 Construction of new roads < $1.5 M. in value on unopened road
allowances are a Schedule "B" project under the Municipal Class


